
DSO Fluid Handling Co., Inc.

18-03 (Multiple Use Rubber and Rubber-Like Materials)

Both CIP and COP Models: FKM Compound G70SFY (Class II), Buna Compound G70 Nitrile (Class II), 
EPDM Compound EPDM G70 (Class II);FKM Compound SR90V (Class III), EPDM Compound SR90E 
(Class II - Low milk fat only), Buna Compound SR90B (Class II), LSFY FKM Gasket material (Class I), 
LE EPDM gasket material (Class II), LB Buna gasket material (Class III), NS Silicone gasket material 
(Class I).

THIS IS TO CERTIFY THAT

is hereby authorized to continue to apply the

3-A Symbol to the models of equipment, conforming to 3-A Sanitary Standards for:

set forth below

Timothy R. Rugh

Executive Director

3-A Sanitary Standards, Inc.

CERTIFICATE AUTHORIZATION NUMBER: 1344ISSUE DATE: September 22, 2004

VALID THROUGH: 

NEXT TPV INSPECTION/REPORT DUE:

Raritan Center, 300 McGaw Drive, Edison, NJ 08837 

Number 18-03

December 31, 2023

November 2027

The issuance of this authorization for the use of the 3-A Symbol is based upon the voluntary certification, by the 

applicant for it, that the equipment listed above complies fully with the 3-A Sanitary Standard(s) designated.  

Legal responsibility for compliance is solely that of the holder of this Certificate of Authorization, and 3-A 

Sanitary Standards, Inc. does not warrant that the holder of an authorization at all times complies with the 

provisions of the said 3-A Sanitary Standards.  This in no way affects the responsibility of 3-A Sanitary 

Standards, Inc. to take appropriate action in such cases in which evidence of nonconformance has been 

established.


